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APart No B
Dimensions (mm)Poles
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73.66
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66.04
63.50
60.96
58.42
55.88
53.34
50.80
48.26
45.72

Specifications
Voltage Rating: 250V AC, DC
Current Rating: 3A, AC, DC
Withstanding Voltage: 1500V AC/minute
Insulation Resistance:1000MΩ Min.
Temperature Range: -25 ~+85
Contact Resistance: Intial value/20mΩ  Max.

Housing
Part No.: M2547HE
Material: PBT UL94V-0
Color : Black
Q'ty: 1,000Pcs/Bag

40.64
M2547HE-2*1632

APart No B
Dimensions (mm)Poles
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M2547HE-2*08
M2547HE-2*09
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M2547HE-2*13
M2547HE-2*14
M2547HE-2*15

10.16
7.62

38.10
35.56
33.02
30.48
27.94
25.40
22.86
20.32
17.78
15.24
12.70
10.16
7.62
5.08

40.64
38.10
35.56
33.02
30.48
27.94
25.40
22.86
20.32
17.78
15.24
12.70

43.18M2547HE-2*1734
M2547HE-2*3264

43.18

78.74
76.20
73.66
71.12
68.58
66.04
63.50
60.96
58.42
55.88
53.34
50.80
48.26
45.72

81.28

04 M2547HE-2*02 5.082.54

mm
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2.54 mm Crimp Style Connectors
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RECOMMAND PCB LAYOUT

WAFER
Part No. :M2547WR
Material : Contact : Brass, 15u" Au and
                   over 160u" Sn
 Base : Nylon 66 UL94V-0
Qty: 100pcs/Box 2.5K/InnerBox 5K/Carton

SPECIFICATIONS
Voltage rating : 250V AC, DC
Current rating : 3A  AC,DC.
Withstanding voltage : 1500V AC/minute
Insulation resistance : 1,000M  min.
Temperature range : - 25  to + 85
(Including temperature rise in applying
 electrical current)
Contact resistance : Initial value/10m  max.
After environmental testing/20m  max.
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