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Pecifications
Voltage rating: 50V AC/DC
Current rating: 1A AC/DC
Withstanding Voltage: 500V AC/Minute
Insulation resistance:100MΩ Min
Temperature range: -25°C~+85°C
Contack resistance: Initial Value/40mΩ Max

Housing
Part No.:J1003H-XXP
Material: Nylon 46 UL94V-0
Suitable HLB J1003T series Terminal
Q'ty: 1,000 Pcs/Bag
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Specifications
Voltage Rating: 200V AC/ DC
Current Rating: 1A  AC/ DC
Withstanding Voltage: 500V AC/Minute
Insulation Resistance:100MΩ Min
Temperature Range: -25°C~+85°C
Contack Resistance: Initial Value/40mΩ Max.

Hosing
Part No.: J1003HB-30
Material: Nylon 46 UL94V-0
Suitable J1003TSeries Terminal
Q'ty: 1,000Pcs/Bag
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Specifications
Voltage Rating: 200V AC/ DC
Current Rating: 1A  AC/ DC
Withstanding Voltage: 500V AC/Minute
Insulation Resistance:100MΩ Min
Temperature Range: -25°C~+85°C
Contack Resistance: Initial Value/40mΩ Max.

Hosing
Part No.: J1003T
Material: Phosphor Bronze
Used in HLB J1003 Series Housing
Q'ty : 15,000 Pcs/Reel


